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u‘( 1/4 STREAM
WIDTH MAX.
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100 FT.
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1/3 STREAM
WIDTH

SILT FENCE OR
VEGETATIVE BUFFER

45

ANCHOR POINT B

PLAN VIEW (WORK AREA) palr OB,

NOTES:
SEE SPECS. 2573 & 3887.

@ 100 FT.  MAX. SPACING BETWEEN ANCHORS. ANCHORS WEIGH MIN. 40 LBS..
@ USE ENOUGH ANCHORS TO HOLD SILT CURTAIN IN PLACE.

@ ON U.S. COAST GUARD OR OTHER MOTORIZED WATERWAYS, BUQYS ARE REQUIRED
TO MARK THE ENDS AND SPECIAL AREAS FOR VISIBILITY. PLACE BUOYS AS

REQUIRED FOR NAVIGATIONAL PURPOSES.

@ KEEP AS CLOSE TO WORK AREA AS POSSIBLE.
@ SILT CURTAIN, ROCK BERM OR SHEET PILE AS REQUIRED TO CONTROL THE

INFILTRATION OF SILT.
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CITY OF ROCHESTER, MINNESOTA
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R v APy sow

ASST CITY ENGINEER DIRECTOR

DATE REVISED | PLATE NO. | REV.

SHT 1 OF 6 SHTS 6/15/07 7_02 A




SILT FENCE

TOE OF SLOPE —=

ANCHOR

POINT A
/\/\/\
/\/\/\ 1
P VaN ANCHORS IN WATER
P NN
6 FT. MAX.

- LAKE OR MARSH
1< FLOTATION SILT CURTAIN,
P NN TYPE STILL WATER @

Y | Y

|

ANCHOR
POINT B

PLAN VIEW (STILL WATER)

NOTES:
SEE SPECS. 2573 & 3887.

USE ENOUGH ANCHORS TO HOLD SILT CURTAIN IN PLACE.

SIS

ON U.S. COAST GUARD OR OTHER MOTORIZED WATERWAYS, BUQYS ARE REQUIRED
TO MARK THE ENDS AND SPECIAL AREAS FOR VISIBILITY. PLACE BUQOYS AS
REQUIRED FOR NAVIGATIONAL PURPOSES.

@ IF 6 INCHES OR LESS OF WATER, USE BALE BARRIERS, SEE SHEET 2.

DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA

FLOTATION SILT CURTAIN—
A STILL WATER
sl VT (o |t @ e e

ASST. CITY ENGINEER DIRECTOR
DATE REVISED | PLATE NO. | REV.
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CARRIER FLOAT
WATER SURFACE\\ \?( STEEL TENSION CABLE

VARIABLE LENGTH
CURTAIN FABRIC

CURTAIN WEIGHT *\

SECTION Y-Y (FOR WORK AREA AND STILL WATER)

@@\

2 FT. TO 10 FT.
CURTAIN DEPTH

STEEL TENSION CABLE
AND CARRIER I]FLOAT \ .

=
i & i
2@
- WZAN
FLOTATION SILT CURTAIN — WORK AREA AND STILL WATER
FOR CONTAINING OVERFLOWS FROM WEIRS, STANDPIPES, SETTLING PONDS
NOTES:

SEE SPECS. 25735 & 3887.

@ ON U.S. COAST GUARD OR OTHER MOTORIZED
WATERWAYS, BUOYS ARE REQUIRED TO MARK THE ENDS
AND SPECIAL AREAS FOR VISIBILITY. PLACE BUQYS AS DEPARTMENT OF PUBLIC WORKS

REQUIRED FOR NAVIGATIONAL PURPOSES. FLOTCXYTi)CF);}) CI—%—Z;E% Mg?ﬁ?@?AIN—

(2) WATER DEPTH CAN BE 0 FEET TO 10 FEET. WORK ARFA & STILL WATER
il P
(3) SILT CURTAIN HEIGHTS INCLUDES MAXIMUM WAVE W 2 Vo [t @ co . fraand
HEIGHT FOR WATER BODY. ASST. CITY ENGINEER DIRECTOR
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N N \ 1
FLOW OF WATERWAY

E%EE .| GREATER THAN
1/4 THE
STREAM/RIVER
RIVER BANK ——=—
TEMPORARY
ROCK BERM POINT WHERE FILL
MEETS WATER SURFACE
UNDERWATER ANCHOR
MIN. 300 LBS.
MIN.
BRIDGE ABUTMENT, Y B 4T ANGHOR CABLE

CULVERT EXT.,
TEMPORARY FILL OR

WORK AREA
< FLOTATION SILT CURTAIN,
TYPE MOVING WATER
ANCHOR
PONT B
SEDIMENT
REMOVAL
AREAS
Z © | RIVER VELOCITY
) (TYP) 45 | SLOW, LESS THAN 3 Fr./SEC.
35" | MODERATE, 3 - 5 Fr./SEC.
) /\/ /\/ /\/ |
PLAN VIEW (MOVING WATER)
NOTES: DEPARTMENT OF PUBLIC WORKS
CITY OF ROCHESTER, MINNESOTA
SEE SPECS. 2573 & 3887. ’
FLOTATION SILT CURTAIN-—
@ 100 FT. MAX. SPACING BETWEEN ANCHORS. MOV’ING WATER
ANCHORS WEIGH MIN. 40 LBS.. A - :
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CARRIER FLOAT

WATER SURFACE — STEEL TENSION CABLE
'\ )} Y
— /
). VARIABLE :
~ LENGTH E =
CURTAIN 2 L
ANCHOR CABLE FABRIC o °
= =
/ - B
s CURTAIN WEIGHT k=
@ // ~ O
ANCHOR _ 1
jb/ ,~ BOTIOM 1T MAX.
=
SECTION X-X
STEEL TENSION CABLE AND CARRIER FLOAT — 3
I} []
EE 1 FT. MAX.
=
=d ) !
=>4 1" MAX. 1" MAX.
N ] L 7
+ VZSN f
FLOTATION SILT CURTAIN - MOVING WATER
USE FOR SMALLER RIVERS
WITH SLOW OR MODERATE VELOCITY
NOTES:

SEE SPECS. 2573 & 3887.

@ CURTAIN EXTENDS TO 1 FT. MAXIMUM FROM BOTTOM
OF WATER BODY.

@ USE ENOUGH ANCHORS TO HOLD SILT CURTAIN IN PLACE.

DEPARTMENT OF PUBLIC WORKS
(3) ON U.S. COAST GUARD OR OTHER MOTORIZED CITY OF ROCHESTER, MINNESOTA
WATERWAYS, BUOYS ARE REQUIRED TO MARK THE ENDS FLOTATION SILT CURTAIN-—
AND SPECIAL AREAS FOR VISIBILITY. PLACE BUOYS AS MOVING WATER
REQUIRED FOR NAVIGATIONAL PURPOSES. xf/ /VZ V7l { =
(4) WATER DEPTH CAN BE O FEET TO 10 FEET. RSSOy ENGIN‘EDRATE f— DFLIE,E'I(':I;OI\ITO —
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1/3 DEPTH
OF WATER

- SILT
CURTAIN

s

o/ e 18 — 24 IN.

SECTION Z-Z TEMPORARY ROCK BERM
FOR SEDIMENT CONTROL

DESIGN GUIDELINES:

MOVING WATER

WHEN TEMPORARY FILL ENCROACHES MORE THAN
1/4 BUT LESS THAN 1/3 WIDTH OF THE STREAM.

MINIMUM WATER DEPTH: 3 FT.
MAXIMUM WATER DEPTH: 11 FT. @ @
MAXIMUM WATER VELOCITY: 5 FT./SEC.

DESIGN GUIDELINES: DESIGN GUIDELINES:

WORK AREA STILL WATER @
MINIMUM WATER DEPTH: O FT.

WHEN TEMPORARY FILL ENCROACHES LESS MAXIMUM WATER DEPTH: 10 FT.

THAN 1/4 OF THE WIDTH OF STREAM.
MAXIMUM WATER DEPTH: 10 FT.
MAXIMUM WATER VELOCITY: 5 FT./SEC.

& ©

NOTES:

SEE SPECS. 2573 & 3887.
CURTAIN EXTENDS TO 1 FT. MAXIMUM FROM BOTTOM
OF WATER BODY.

SILT CURTAIN HEIGHTS INCLUDES MAXIMUM WAVE
DEPARTMENT OF PUBLIC WORKS
HEIGHT FOR WATER BODY. CITY OF ROCHESTER, MINNESOTA

IN AREAS WHERE THE PLAN CALLS FOR RIPRAP AT FLOTATION SILT CURTAIN—
THE BRIDGE, A TEMPORARY ROCK BERM WILL BE USED ) DESIGN GUIDELINES

TO PROVIDE ADDITIONAL PROTECTION. THE TEMPORARY /d/ /VZ W /W M ) %MJ
o5 ¢ ’

ng;EEERV:\//:LtS BIII;IC'iA[/)AIBNETAL FOR WHICH NO DIRECT T ST ENGINEER afhad
' DATE REVISED | PLATE NO. | REV.
SHT 6 OF 6 SHTS 6/15/07 | 7-02 | A




